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14VS 365-0001
1/4" OD, 7 1/2" Long, max working pressure 500 psig, burst

pressure 2,500 psig
0.25 lbs

38VS 365-0002
3/8" OD, 8 1/4" Long, max working pressure 500 psig, burst

pressure 2,500 psig
0.33 lbs

12VS 365-0003
1/2" OD, 9" Long, max working pressure 500 psig, burst

pressure 2,500 psig
0.5 lbs

58VS 365-0004
5/8" OD, 9 3/4" Long, max working pressure 500 psig, burst

pressure 2,500 psig
1.0 lbs

34VS 365-0005
3/4" OD, 10" Long, max working pressure 500 psig, burst

pressure 2,500 psig
1.0 lbs

78VS 365-0006
7/8" OD, 11 1/2" Long, max working pressure 500 psig,

burst pressure 2,500 psig
1.0 lbs

118VS 365-0007
1 1/8" OD, 13" Long, max working pressure 500 psig, burst

pressure 2,500 psig
2.0 lbs 4) Tube Ends: Copper

138VS 365-0008
1 3/8" OD, 14 3/4" Long, max working pressure 500 psig,

burst pressure 2,500 psig
3.0 lbs

158VS 365-0009
1 5/8" OD, 17" Long, max working pressure 500 psig, burst

pressure 2,500 psig
3.9 lbs

218VS 365-0010
2 1/8" OD, 20" Long, max working pressure 390 psig, burst

pressure 1,950 psig
5.0 lbs

258VS 365-0011
2 5/8" OD, 24" Long, max working pressure 340 psig, burst

pressure 1,700 psig
8.0 lbs

318VS 365-0012
3 1/8" OD, 27" Long, max working pressure 300 psig, burst

pressure 1,500 psig
11.0 lbs

7) Each unit to be Cleaned, dehydrated

and sealed in plastic film.

358VS 365-0013
3 5/8" OD, 32 5/8" Long, max working pressure 175 psig,

burst pressure 525 psig , UL & CSA recognized
14.0 lbs

418VS 365-0014
4 1/8" OD, 32 5/8" Long, max working pressure 175 psig,

burst pressure 525 psig , UL & CSA recognized
16.0 lbs

1) Flexible Tubing: Corrugated red

brass for 1/4" to 1 5/8" OD sizes.

Corrugated Stainless Steel type 321 for

2 1/8" to 4 1/8" OD sizes.

2) Wire Braid: Bronze for 1/4" to 1 5/8"

OD sizes. Stainless Steel type 304 for

2 1/8" to 3 5/8" OD sizes.

8) 365-0013 (358VS) and 365-0014

(418VS) approved for low side (suction

side) use only.

3) Ferrules: Copper for 1/4" to 1 5/8"

OD sizes. Stainless Steel type 304 for

2 1/8" to 3 5/8" OD sizes.

5) UL and CSA recognized for 3 5/8"

and 4 1/8" OD sizes.

6) Each unit to be Pressure tested and

vacuum tested.

IRP - International Refrigeration Products
700 Corporate Circle
Toms River, NJ 08755
Phone: 732-736-5699 Fax: 732-736-7495
Technical Support: 704-504-8590
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ANCHOR
Vibration absorbers are designed for installation
in the suction and discharge lines of air conditioning
and refrigeration systems to dampen the transmission
of compressor-induced vibration through system
piping.


